
Dowel as per structural 
design calculation

A

Suspension loop ES
Art.-Nr. 580458000

DWall anchor M
Art.-Nr. 580559000

CSuspension shoe M
Art.-Nr. 580557000

BDoka express anchor 
16x125mm
Art.-Nr. 588631000

AMulti-purpose waling
WS 10 Top50

DSuspension shoe M
Art.-Nr. 580557000

ABridge edge beam anchor 
15.0
Art.-Nr. 581896000

CScrew-in cone 15.0
Art.-Nr. 581895000

BNailing cone 15.0
Art.-Nr. 581897000

EAnchor bracket M
Art.-Nr. 580558000

BSuspension shoe M
Art.-Nr. 580557000
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Use Suspension loops only with reinforcement!

94402-105

A

B

94402-104

9-10cm

>50cm

>1
3c

m

max. 
300kg/m²

max. 45°

D BE

A
B

C

94402-103

max. 
300kg/m²

94402-102

B

A
max. 

300kg/m²

3

94402-101

C

D max. 
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Read and follow the 
installation instructions!

Standard suspension point Suspension in wall

Retrofitted suspension point in concrete Retrofitted suspension point in masonry
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Anchoring on the structure - Bracket platform M
The Formwork Experts.

This poster does not replace the 
respective user information!
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